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Opis produktu

Pan/Tilt

Porty

Obiektyw

Przycisk

Wskaznik ledowy

Antena

Rozmiar produktu
Rozdzielczos¢

Standard kodowania

Tryb zmiany dziennej i nocnej
Redukcja szuméw

DWDR

Kamera IP koputowa Tenda CP3 2Mpix

4mm

Cena brutto

Cena netto

Czas wysyiki
Numer katalogowy

Producent

Horizontal rotation:355°,All-round Vision:360° Vertical, rotation: 155°(90° up, 65° down), ¢

physical shutter lens

Storage: Micro SD card (Up to 128G, Class10 and above storage card) Power: DC 9V[J1A

4mm@F2.2

Reset x 1

135,00 zt
109,76 zt
24 godziny
27483

Brak

Red LED indicator x 1, blue LED indicator x 1

Internal antenna

103 mm x 88 mm x 88 mm

1920 x 1080

Smart H.264

ICR infrared filter type

3D digital noise reduction

Tak
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Kompensacja podswietlenia

ROI

Standard bezprzewodowy

Szybkos¢ tacznosci bezprzewodowej

Bezpieczenstwo

Inteligentny alarm

Alarm

Audio

DIY Audio

Automatyczny patrol

Odlegtos¢ widzenia w nocy w podczerwieni

Temperatura

Wilgotnos¢

Certyfikaty

Zawartos$¢ Paczki

Tak

Tak

IEEE 802.11b/g/n @2.4GHz

150 Mbps

64/128-bit WEP, WPA/WPA2, WPA-PSK/WPA2-PSK

S-motion detection&Human Shape detection

Sound and light alarm

Full-duplex two-way audio

Up to 3 personalized audio

6 preset patrol location

12 Meters (40ft) (Depending on environment)

Operating temperature: -10°C~ 50°C Storage temperature: -40°C~70°C

Operating humidity: 10%-95%RH (non-condensing) Storage humidity: 3% ~ 95%RH (non-«

CE, RoHs, FCC, RCM

Security Pan/Tilt Camera, Power adapter, Wall-mounted accessory kit, Quick installation g
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